screws to fasten. Secure the oil pump to the bracket with the
U-bolt assembly. IMPORTANT do not over tighten U-bolt
clamp as damage to the pump may occur. NOTE: MODEL
8430: Tank and pump should be mounted in this area (C).

3. Drill and enlarge a hole in the left side of panel (D), large
enough to install grommet and route oil supply line from tank to
pump. Cut the 5/8 ID hose as needed to connect oil tank to the
oil pump. Slide the hose clamps over each end of the hose, and
secure one end to the pump and one end to the oil tank.
IMPORTANT MODEL 8430: Secure oil supply line with cable
lties to prevent contact with chain.

4. IMPORTANT: MAKE SURE THE REAR GATE IS
CLOSED AND NO PRESSURE IS ON THE HYDRAULIC

LINE. Disconnect the hydraulic line and splice in the tee fitting
(E) on the line that runs to the lower port of the tailgate.

Install the tee fitting and the hydraulic hose as shown.

Connect the hydraulic hose to the port on the side of the oil
pump. Drill a 7/32 diameter hole. Secure the hydraulic hose to
the side shield with a cable clamp and 1/4 X 3/8 self tapping
screw.

5. Install the brushes onto the brackets, use the 1/2-20 jam
nuts (ONLY TIGHTEN FINGER TIGHT AT THIS TIME).

The bracket located at (F) will have two brushes and the
brackets located at (G) will have one brush. For best results,
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the end of the tube. Push in tube until the mark becomes flush
with the red push ring) . Rotate the tube back and forth
approximately 1/4 turn this will cut a small groove in OD of

tube for grippers to hold. IMPORTANT: Tubing can only be
remov ushing in on the red plastic ring and pulling th

tube out while holding ring down). Use the cable ties to secure

the tubing to the baler as needed.

7. Make sure all fittings and brackets are tight, then place
clean oil in the reservoir tank and cycle the rear gate several
times to make sure oil gets pumped through all the lines.

8. Oiler pump is set at the factory to deliver the maximum
amount of oil per cycle. If less is desired, loosen the jam nut on
the bottom of the oiler, screw in the adjusting shaft 1/4" or
approximately five turns. It is not recommended to screw
adjusting shaft in more than fifteen turns as this will not allow
for proper lubrication.

IMPORTANT: Use clean lightweight oil that will flow easily in

all weather conditions. Use of heavyweight oil in cool conditions
will not lubricate chains properly and may cause excessive
pressure build-up in the nylon lines. In cold weather a SAE 10 or
a mixture of two parts oil with one part diesel fuel is
recommended.






