
CMM SALVATION PACKAGE -  Installation & Maintenance Instructions 480-5039  

WARNING  
Depressurize the CMM Salvation Unit prior to 

any element change or service. Suburban 
recommends that a ball valve be  installed in 

front of the unit for ease of service. 

Installation: 
 
1. Bolt unit to CMM cabinet 
2. Connect plant air to the inlet of the CMM Salvation unit.  
3. Connect the outlet of the CMM Salvation unit to the CMM. 
4. Connect the drain line to the Solenoid Drain. The line can be 

run to a floor drain or to a covered vessel fro collection. 
5. Set the timer on the Drain Controllers at 5 Seconds ON and 5 

Minutes OFF and watch the drain line at that time to deter-
mine the amount of moisture present. (see below) 

Adjust the timers according to the amount of moisture that is  
expelled when the drain cycles.  

Replacement Elements (Replace every 6 months): 

2nd Stage (Grade “Z” Coalescing Filter, .001 PPM)        21999-0202 
3rd Stage (Activated Carbon Filter, 003 PPM)        21999-0200 
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DRAIN LINE 
Attach 1/4”  drain tubing 
here and run to drain or 
catch bucket 

Recommend on time - ½ to 2 seconds  
(It is more efficient to cycle your valve more  
often with less on time)  
 
Off time, or cycle time, setting may need to be  
adjusted depending on condensate output 



CMM SALVATION PACKAGE -  Installation & Maintenance Instructions 21999-0291  

WARNING  
Depressurize the CMM Salvation Unit prior to 

any element change or service. Suburban 
recommends that a ball valve be  installed in 

front of the unit for ease of service. 

Installation: 
 
1. Bolt unit to CMM cabinet 
2. Connect plant air to the inlet of the CMM Salvation unit.  
3. Connect the outlet of the CMM Salvation unit to the CMM. 
4. Connect the drain line to the Solenoid Drain. The line can be 

run to a floor drain or to a covered vessel fro collection. 
5. Set the timer on the Drain Controllers at 5 Seconds ON and 5 

Minutes OFF and watch the drain line at that time to deter-
mine the amount of moisture present. (see below) 

Adjust the timers according to the amount of moisture that is  
expelled when the drain cycles.  

Replacement Elements (Replace every 6 months): 

2nd Stage (Grade “Z” Coalescing Filter, .001 PPM)        21999-0202 
3rd Stage (Activated Carbon Filter, 003 PPM)        21999-0200 
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DRAIN LINE 
Attach 1/4”  drain tubing 
here and run to drain or 
catch bucket 

Recommend on time - ½ to 2 seconds  
(It is more efficient to cycle your valve more  
often with less on time)  
 
Off time, or cycle time, setting may need to be  
adjusted depending on condensate output 


